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The specified data serve only to describe the product and should not be considered legally binding, guaranteed properties.  
We reserve the right to make constructional changes, determine delivery and are not responsible for any errors and omissions.  

  Made 

  in 

   Germany 

*see Cable Table Coaxial Cable 

Type B (self-snap), 75 Ohm, DIN 47297, Crimp connection 

 

Return loss:  
Cable-Ø 3 - 6 mm  ≥ 29 dB up to 2 GHz Cable-Ø 7 mm ≥ 23 dB up to 2 GHz  

 ≥ 26 dB up to 4 GHz  ≥ 20 dB up to 4 GHz  

 ≥ 25 dB up to 6 GHz  ≥ 17 dB up to 6 GHz 

 

Accessories (extra order): Shrink Sleeves  
 Socket Wrench Part-No. 90-1310-1808 for Cable-Ø 3 - 5 mm 

 Socket Wrench Part-No. 90-1355-1808 for Cable-Ø 6 - 7 mm 

 

Other variations: See page „Design Options“ 
 

Cable-Ø 

Cable 
Group* Reference Cable* HEX Part Number Assembly 

Instruction 

3 

2 RG-179 

1.2 / 3.3  1-8467-12600 

200 

79 RG-179 DT Belden 

4 

71 

0.58/2.6AF/4.0 Draka; 1855A Belden; 
4855R Belden 1.2 / 4.5  

1-8469-12600 

74 0.41/1.9AF/3.1 Draka; 70078CH Belden 1-8468-12600 

5 

42 0.6/2.8AF Draka; 1855 ENH Belden 1-8470-12600 

1.2 / 5.4  
91 Ultra HD PRO 50 UHD Draka 1-8641-12600 

6 50 

0.8/3.7AF Draka; 1505A Belden;  
4505R Belden 

1.2 / 6.5 1-8605-12600 

207 

7 51 

1.0/4.8AF Draka; 1694A Belden;  
4694R Belden 

1.7 / 7.6 1-8606-12600 

Abb.1: Cable Plug-Ø 3 - 5 mm 

Abb.2: Cable Plug-Ø 6 - 7 mm 

Slot for Socket Wrench 

Slot for Socket Wrench 


