Koaxialkabel 75 Ohm

MachFlex 7500A Series

75 Ohm Shielded Coax, Moderate Flexing Machine Vision
Applications Up to 1 Million Flex Life Cycles

30 AWG and Larger

AWG  PartNumber  No of Doax Stranding  Impedance {0) m’“““’" “_“mm
0 75004 1 738 75 0110 2704
%5 7E01A 1 10x38 75 0.146 3708
22 75024 i 10x34 75 0.247 6147
20 75034 1 Ta15%40 75 0.275 5.985
16 75044 1 73740 75 0.405 10.267
Operating Temperature Ratings
-40°C to +80°C UL & C(UL) CM
Materials UL Oil Res 1 &I
Finely stranded bare copper conductors CE & RoHS
Finely stranded tinned copper alloy
conductors (75004 only) CA Prop 65
Foam PE insulation
Braid shield, "French Style”, 95% coverage
Belflex® PVC jacket
Jacket color: blue
Availability
1000 ft (305 m)
Beschreibung Kabeltyp Belden Kabelgruppe/Nenn-@ Sachnummer
Ext flexibles Koaxialkabel mit | 7500A
xirem fiexibies Roaxiatkabel ml 79 /% 3 mm 13-1197-1000
Litzen-Innenleiter.
7501A
Durch das sehr dichte Geflecht 99 /2 4 mm 13-1201-1000
im ,French Style" ist keine Alu- 7502A
Folie notwendig. auf Anfrage auf Anfrage
7503A
Belden garantiert bis zu auf Anfrage auf Anfrage
1 Million Biegezyklen.
7504A
auf Anfrage auf Anfrage

Die angegebenen Daten dienen allein der Produktbeschreibung und sind nicht als zugesicherte Eigenschaften im Rechtssinne aufzufassen.
Konstruktionsédnderung, Liefermdéglichkeiten und Irrtum vorbehalten.
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